
Innovation in actuation.

Keystone EPI-2 Quarter Turn Electric Actuators
Control your low-torque quarter turn valves and dampers more effectively, 
even in the largest plants.
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A world 
of experience
Keystone has been a leading supplier of valves and actuators for more than 
50 years. Now part of Emerson we are one of the few manufacturers with a global 
presence offering our customers a comprehensive selection of standard as well as 
specially designed valve and actuation products. The range includes electric and 
pneumatic actuators, all available with a full complement of accessories suitable 
for a wide range of applications. 

Our state-of-the-art manufacturing facilities combine lean manufacturing 
principles with continuous quality auditing and a zero harm work ethic, allowing 
us to maintain the highest standards of product reliability and quality. Local sales 
offices and after sales support teams situated in 32 countries worldwide ensure 
we are on hand to meet the day-to-day flow control requirements of your plant or 
process. 

Our network of smart and configuration centres, sales representatives, distributors 
and agents offices provides local spares inventory, product support  and training for 
each market, with access to our global support services, design,  engineering and 
manufacturing expertise where required. 
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AN iNNOvATivE dESigN
the EPi-2 is a compact multi-voltage 
actuator which contains all the 
advanced features you need to provide 
effective control of low-torque quarter 
turn valves and dampers in even the 
largest and most complex plants.

With its compact, lightweight design, 
it is the most innovative all-in-one 
actuator available. Not only does it 
include a whole range of essential 
design features as standard but 
also the opportunity to incorporate 
Bluetooth™ wireless connectivity.

EfficiENT ANd fLExibLE
the EPi-2 is simple to install, set 
up and commission. its efficient, 
balanced construction ensures easy 
installation onto small valves with 
minimal stress in the pipework and 
low operating loads on valve shafts. 
it is powered by an innovative motor, 
which is duty rated at 100% for on/
off applications and automatically 
adapts to a wide range of voltages in 
Dc or ac.

its electronic-mechanical design 
incorporates innovative features that 
provide maximum flexibility for voltage 
supply, operating speeds and torque 
options.

EcONOmicAL ANd rELiAbLE
and it’s an economical actuator both 
to install and to run. With a single 
cable size suitable for all actuator 
models, installation costs are kept 
low and the motor’s very low power 
consumption ensures that running 
costs are minimized.

a constantly-engaged manual 
override, with a hand wheel which 
doesn’t rotate during motor operation, 
is included as standard. 

Each single function and parameter 
in the actuator control, setting and 
diagnostics is available locally or 
remotely. 

AdvANcEd cOmmuNicATiON
With the optional Bluetooth wireless 
technology enabled, all configuration 
operations can be undertaken non-
intrusively via your PDa or Pc. Direct 
access to the EPi-2 is then also 
available for predictive/preventative 
maintenance information including 
valve position, actuator speed, output 
torque, faults and status.

the EPi-2 can be upgraded easily to 
provide network system connectivity 
for DeviceNet and ProfibusDP 
protocols

EPI-2 
compact electric actuator

TEchnIcAl sPEcIfIcATIons
PowEr suPPly
single phase from: 
24 to 48 V at 50/60 Hz
100 to 240 V at 50/60 Hz

Direct current: 
24 to 48 V
100 to 240 V

three phase: 
208 to 240 V ac
380 to 480 V ac
500 to 575 V ac

TorquE ouTPuT
35 to 2000 Nm
309 to 17,700 lb.in.

oPErATIon TImEs
From 15 to 180s

AmbIEnT TEmPErATurE
standard range: 
-25°c to +70°c  -13°F to 158°F
Extended temperature ranges 
available

duTIEs
on / off, inching or modulating
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the EPi-2 compact electric actuator 
has all the features of much larger, 
heavier actuators incorporated into 
its neat design. in addition, a variety 
of simple-to-install optional modules 
enables enhancements to suit specific 
duties.

A Six mOdEL rANgE
the standard actuator is suitable 
for on/off, inching or modulating 
service (with the optional oM1 
card) and there are six models in 
the range, for operating torques 
up to 2,000 Nm /17,700 lb.in. Each 
has inherent options for various 
voltages, motor supply and speeds 
and configurable operating times 
that vary from 15 to 180 seconds. the 
EPi-2’s nominal output torque value is 
constant along the entire stroke.

EASY cONfigurATiON
Each actuator is equipped with 2 
rotary switches on the logic board to 
configure each function, including 
position, torque, open/close speed 
and output contacts. Each option has 
additional switches for its specific 
configuration.

fLExibLE vALvE cONNEcTiON
the base plate is interchangeable 
to enable simple connection to all 
types of valves. the shaft drive is via 
an insert bush to provide dimensions 
to EN iso 5211, those of all main 
standard drive shafts and all the 
different flange standards.

PrEciSE TOrquE cONTrOL
torque is set via user-friendly rotary 
switches located inside the control 
enclosure. torque control is active 
in both directions with independent 
setting 50%, 75% and 100% of nominal 
value. 

SimPLE wiriNg
to enable field wiring without 
removing the actuator’s control cover, 
the terminal board is in a separate 
compartment with 4 threaded cable 
entries to accept incoming wiring for 
power and controls. 

POSiTiON iNdicATOr

 mOTOrS

mANuAL OvErridE

cAbLE ENTriES

iNTErNAL SENSOrS

LOcAL OPErATOr iNTErfAcE

TErmiNAL bLOcK

dOubLE SEALEd ENcLOSurE

dEsIgnEd 
for practicality

iNduSTriES

oFFsHorE PlatForMs

oil & gas- PiPEliNEs 
aND storagE

oil rEFiNEriEs

lNg

PEtrocHEMicals

cHEMicals 

PHarMacEuticals

PoWEr gENEratioN

MiNiNg

WatEr PiPEliNEs

WatEr trEatMENt
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cLEAr LOcAL iNdicATiON
Position indication is via a ‘window-
type’ local indicator on the top of the 
cover, as standard. a ‘Beacon’-type 
indicator is offered as an option. 

rELiAbLE cONdENSATiON 
PrOTEcTiON
to prevent condensation, a 10 W 
heater is situated within the unit 
and powered from the motor power 
supply. it is activated automatically 
by an internal thermostat when the 
control enclosure temperature drops 
below 10°c.

uNiquELY AdAPTAbLE mOTOr
the electric motor is designed to 
accept single phase input voltages 
from 24 V to 48 V and 100 V to 
240 V Dc or ac at 50 and 60 Hz and 
provides flexibility for a broad 
range of applications. it enables the 
EPi-2 simply to be connected to the 
local power supply and will adapt 
automatically to the appropriate power 
rating. an over temperature device to 
protect the motor and electronics is 
included.

three phase motors with power supply 
from 208 to 575 Vac at 50 or 60 Hz are 
available as an option.

rObuST ANd LighTwEighT 
the EPi-2 has a lightweight anodized 
die-cast aluminium body with 
sintered alloy steel epicyclical gearing 
lubricated with grease. output drives 
are in cast iron.

OvEr-TEmPErATurE PrOTEcTiON
an over-temperature device to 
regulate the temperature inside the 
control enclosure is included in the 
control group.

AccurATE TrAvEL cONTrOL
Mechanical stops at the base of the 
enclosure provide +/- 10° over/under 
travel in each direction for a 70° 
minimum and 110° maximum angular 
stroke.

SmOOTh ANd rELiAbLE
all metal, self-locking epicyclical 
internal gearing ensures a smooth 
and reliable operation.

OuTPuT cONTAcTS
4 latched contacts for open and 
close status, 1 output contact for 
monitor (loss of power, torque 
alarm, high temperature alarm, 
travel alarm, position sensor, 
hardware malfunction, local interface 
malfunction, local selector in local), 
1 output contact for blinker/local 
selector indication. (local selector 
feature only with oM3 installed)

EngInEErEd
for performance

ELEcTric AcTuATOrS
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EPi-2 actuators offer a broad range 
of optional additional modules that 
are simple to apply and enhance the 
standard models for specific services.

om1 - I/o additional module:
• analog position input 4-20 ma or 

0-10 V Dc

• analog position output 4-20 ma or 
0-10 V Dc

• information about loss of input 
signal and Bluetooth failure is 
available on MoNitor relay output 
contact.

• local selector position alarm (with 
oM3 installed)

• 4 additional sPst output contacts 
to be set independently at 10 points 
along the stroke. contacts are 
configurable (make or break)

• optional Bluetooth interface

om3 - local interface 
With local/remote selector, oP/cl 
pushbuttons and 2 lEDs for local 
indication. available in weatherproof 
version only.

om13: 3-wire module: 
110/240 V ac, 3-wire control module 
for open/close.

buS cOmmuNicATiON - 
NETwOrK iNTErfAcES
connection to a bus system is very 
easy: simply plug the interface card 
into the actuator enclosure and 
set all the parameters through the 
configuration software from your 
BluetoothtM Pc/PDa.

the following open bus protocols are 
available:

om9 : Profibus DPV0/V1
om11 : DeviceNet

A broAd rAngE 
of additional options
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for applications outside those covered by the standard range, the company has 
the facilities, unrivalled experience and engineering expertise that enable it to 
create custom-made solutions to meet specific needs. working closely with 
customers and end-users, tailor made solutions can be engineered to cover the 
most stringent applications and operating conditions.

ExcEPTIonAl
integration capability

EngInEErIng

oPErATIons mAInTEnAncE

mAnAgEmEnT

EPI-2 
AcTuATor

wIrElEss 
confIgurATIon 

And mAInTEnAncE 
Tools

smArT 1/0 
And fIEld 

coTrollErs

mEAsurEmEnT
PrESSurE 

TEmPErATurE fLOw, 
LEvEL

AnAlyTIcAl 
InsTrumEnTs

PrOcESS 
ENvirONmENTAL

lInkIng dEvIcE

Plc

conTrol vAlvEs mAss flow Pd mETErs

oThEr dEvIcEs
PumPS 
drivES 

mOTOrS

fIEld lEvEl

conTrol lEvEl
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